
PERSONAL CO2 ANALYSER

Applications
• Personal  protection
• 

Benefits

•    Compact and lightweight

Features

PM1500 

 

Personal CO2 Analyser
This personal monitor utilises miniaturised dual wavelength infra-red technology to monitor CO2 concentrations in 0 - 5% range.        

The Airwatch PM1500 is designed to protect personnel working in potentially CO2 laden atmospheres.         

•    Logs CO2 exposure period

• Easy user calibration in air
• Rapid detection of CO2

 

 Personal Protection
  CO2 Storage
   
    

• Two audible alarms
• Hard carry case
• Air calibration

• Data logging
• Low range CO2 in %  

• Most CO2 storage  areas



Range

OperatingTemperature Range

Preset Alarm 
Battery Life 

Charge Time

 Product Specifications

PM1500
  

Product designs and specifications are subject to change without notice.  User is responsible for determining suitability of product.

 0  c to +40  c0 0

80 - 90 decibels

0.25% and 0.5%

Approx 8 hours

Approx 2 - 3 hours 

65 x 140 x 20mm

Plus- Comm / PM- Comm Software
 Software available for download of readings, upload of 
calibration data and graphing.  

CO2 0 - 5%

CO2

Gas Accuracy

Response Time

Other Parameters

Alarm

Dimensions

Weight 230g

<10 seconds 

+- 10% full scale

CO2 0.25% - 0.5% CO2 100%

<5 seconds 
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